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Instructions to Apply Computer Cut Vinyl Decals DRY
Best results will be obtained if the temperature is above 10°C. lt is ideal if application takes place in an enclosed, protected
area, free from wind and dust. If temperature is hot, it is best if you move to a shaded area and allow surface to cool.
The surface must not be hotter than the vinyl.
The surface to which the vinyl is to be applied must be thoroughly clean - remove all traces of dirt, grease and wax.
There must be no flaking of the surface. The surface is best cleaned with a grease cutting liquid - detergent and water.
If painted, wipe with Isopropyl Cleaner (non-ammonia based) or a "Prepsol" type product. Do not use a petrol base cleaner.
Rinse surface thoroughly and dry with a lint free cloth.
Tools: Surface cleaner, drying cloth, lint free cloth, ruler, masking tape, scissors, squeegee (if possible),
pencil and ”snap-off” blade knife. (Be careful as blade needs to be extremely sharp).
STEP 1
Place masking tape either end of decal, over application paper. Find horizontal guide
on application surface to use as a measure for aligning the decal. With a ruler and
pencil, measure from the bottom of your vinyl decal to this horizontal guide. Repeat at
the other end of decal. (Careful measurements now means success. Once your transfer
is applied it is permanent.) Place decal (with application paper and silicone liner
backing all together) where you plan to apply it. Use masking tape to anchor it in place.

STEP 2
With decal held in place by the masking tape, estimate the centre of the decal and place
two strips of masking tape vertically at the centre point, lapping onto the surface.
This further anchors the decal and forms a centre “hinge”. See illustration.
This way the decal can be applied half at a time.

STEP 3
Remove masking tape at one end of the decal only, leaving the centre hinge and other
end in place. Slowly peel away the backing paper, holding this half by the application
paper. Do not touch the back of the decal/adhesive. Cut away the excess backing paper.
See illustration.

STEP 4
Hold the decal away from the surface by the application paper. With squeegee in your
other hand begin squeegeeing from centre hinge, using short strokes, thus applying
the decal little at a time. See illustration.
When one side is in place remove the centre hinge and other masking tape, and repeat
the process with this half, working from the centre out to remove air.

STEP 5
To remove application paper from decal, carefully peel the paper back on itself.
DO NOT pull at a 90° angle, but at 180° angle.
Peel back watching that the decal does not lift. lf it does, push the application paper
back in place and re-squeegee. Air bubbles may be removed by puncturing the vinyl
with a pin/needle, gently squeegeeing air out. Do not use blade/knife.
Check surface, re-squeegee where needed. (Careful not to scratch the decal.)
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Instructions to Apply Computer Cut Vinyl Decals WET
INSTRUCTIONS FOR WET APPLICATION
Best results will be obtained if the temperature is above 10°C. It is ideal if application takes place in an enclosed, protected
area, free from wind and dust. If temperature is hot, it is best to moved to a shaded area. The surface that the vinyl is to be
applied to must be cleaned the same way as done for dry application. (See page 1)
Tools: Squeegee, bucket of water with 5mL max. detergent if for a large job, OR a spray bottle
with 2 drops detergent for a small job, and a Lint free cloth.

STEP 1:
Thoroughly wet the clean surface with prepared water and detergent.

STEP 2:
Lay decal face down and slowly remove the backing paper from decal, keeping the decal
flat and not touching the adhesive.

STEP 3:
Thoroughly wet the adhesive surface of decal with the detergent and water.

STEP 4:
Apply the wet decal to the wet surface and slide decal into position.

STEP 5:
By using a squeegee, gently squeegee out from the centre, using overlapping strokes to
remove excess water from under the decal. Gently dry with a cloth.
Repeat this step several times until excess water is removed.

STEP 6:
If surface is not glass, gently peel back application paper from decal, ensuring it is not
pulled “out”, but back on itself. If decal should start to lift, reapply and continue as
before. If surface is glass, wait until surface is completely dry before removing
application paper (next day or use hair dryer). Once surface is dry application paper can
be removed as above. Re-squeegee all edges and corners. (Be careful not to damage
decal). Decal will obtain maximum adhesion after 24 - 48 hours. Ideally, decal should
be re-squeegeed after 24 hrs. All water must be removed from under decal or edge
lifting may occur in 6 months or so.
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